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Characteristics: 

Clear Coat VOC/S is a product designed for fast and efficient repairs. It has good flow, high gloss, short 

drying time at 20oC and excellent UV resistance (non-yellowing) and scratch resistance. It is 

characterized by high hardness, good chemical, mechanical and weathering resistance. Its advantage is 

that there is no need for drying at the higher temperature because it doesn't influence the drying time 

so much. Clear coat is recommended for use on solvent-borne base coats. 

Recommendations for the application: 

1. Strictly follow the recommended dry film thickness of the "ready" layer. Clear coat has got 

very good application properties and it is very easy to apply in thick layer (up to 100 µm dry 

film) - there is a danger that the solvents will be closed in the shell, causing wrinkles of the 

shell in a short time after putting the vehicle into service; 

2. The application of paint must be at the recommended humidity content of 40-80 %. Too 

much humidity can cause very rapid closure of the shell. This creates on the surface a rigid 

film, with the result that closed solvents will impact negative on the base coat (blisters, 

grated grip); 

3. After receiving the tack-free mask the masking must be removed (tape) - too late removal of 

tape can cause peeling off of applied paint on the base and the old paint coat. 

NOTE: In case of application on waterborne base coats the following conditions have to be strictly 

obeyed: 

4. Add to the base appropriate amount of hardener (activator), which is used for three-layer 

systems, according to the manufacturer's specific waterborne system. 

5. The base must be dried to 100 % (even trace amounts of water in the coating can result in 

the defects of finished coating, such as grated adhesion or blistering at the base - defects 

may appear even after 2 months after painting). 

Application: 

Mixing ratio: 1:1 by volume. Mix thoroughly. Apply with a spray gun with nozzle diameter 1,2 mm  

in 2 normal coats with 7 min. flash off between the coats. 

Note:  

Clear coat should be applied at relative humidity 40-80 %, the application of less than 

40 % extends drying time. Application of humidity above 80 % may cause coating 

defects. 

 

Technical data: 

VOC content: 2004/42/IIB(d)(420) < 420 

Clear coat 922EF : 

Shelf-life: 12 months             Density: 1,01 g/cm³           Colour: colourless/ slightly yellow       Efficiency: 12 m2/l       

Hardener H922 : 

Shelf-life: 12 months             Density:   1̴,00 g/cm³        Colour: colourless 
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Mixing ratio 

 

Clear (A)           100 vol. 

Hardener (B)    100 vol. 

 

 

Spray viscosity 

Pot life 

14 - 16 sec. at 20 oC, Ford cup 4 mm 

Up to 30 min. at 20oC 

 

Spray gun Nozzle diameter: 1,2 mm  

Air pressure as recommended by the spray gun manufacturer 

 

Application 2 normal coats  

Film thickness: 45 - 55 µm 

 

Flash – off 

 

About 7 min. at 20oC 

 

 

Drying time 15 - 20 min. at 60 oC 

dust dry                  20 - 25 min. at 20oC 

set to touch            45 - 55 min. at 20oC 

polishing after       90 - 120 min. at 20oC 

total hardness       after 5 hours at 20oC 

 

 


