
 

 WASH PRIMER 1:1  

OSCCAR  771 

 

 

 

Characteristics: 

Anticorrosive, acid reactive 2-pack etch primer for car refinish and industrial applications, characterized by fast 

drying at ambient temperature. Provides very good corrosion resistance in thin layer and excellent adhesion  

to metal surface, including steel, stainless steel, galvanised steel and aluminium. This product is based  

on polyvinyl butyral resins. 

Application: 

Prior to coating, all steel surfaces must be free from rust, oil and grease. Dry sand the steel surface with  

P100 – P150 grit and clean it again. Mix thoroughly component A (wash primer) with component B (acid catalyst) 

in the ratio 1:1 by volume. Apply with a spray gun 1-2 single wet coats. Allow for 5-10 min. flash off between  

the coats. After 15 min. wash primer can be recoated with other products. 

Note:  It is not recommended to thin with solvents or use pigments to change colour.  Not to recoat with 

polyester putties, epoxide primers and acrylic clear coats. Not to sand. 

 

Technical data: 

VOC content: 2004/42/IIB(c)(780) <780 

Wash primer component A : 

Shelf-life: 12 months       Density: ~ 1,00 g/cm³      Colour: yellow     Efficiency: 11 m2/l (with 10 µm dry layer) 

Wash primer component B : 

Shelf-life: 12 months       Density: ~ 0,8 g/cm³      Colour: colourless 

 

 

Mixing ratio 1:1 Filler (A)           100 vol. 

Additive (B)     100 vol. 

Pot life: up to 24 h at 20oC 

 

Spray viscosity 

 

20 - 22 sec. at 20oC, Ford cup 4 mm 

 

Spray gun Nozzle diameter: 1,3 mm 

Air pressure as recommended by the spray gun manufacturer 

 

Application  1 - 2 coats  

Layer thickness: steel 10 µm; stainless steel 12 µm;  

galvanised steel 15 µm; aluminium 20 µm 

 

 

Flash – off 

 

5 min. at 20oC  

 

Drying time 15 min. at 20oC  

 

 

 


